20000908.ba v02_n982.bam.20000908 


>From ???@??? Fri Sep 8 11:03:56 2000 -0500 

Message-Id: <200009081602.e88G2EE01518@sco.theporch. com> 
Date: Fri, 8 Sep 2000 11:01:24 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2982 


BOATANCHORS Digest 2982 
Topics covered in this issue include: 


1) Re: Resistors fricassee 

by Arden Allen <gumbear@pacbell.net> 
2) RE: Question about YE and YG use 

by "Jim Berry" <basalop@gte.net> 
3) RE: Resistors fricassee 

by "Jim Berry" <basalop@gte.net> 
4) RE: 6C21 specs 

by "Shriver, John" <john.shriver@intel.com> 
5) Electromechanical Boatanchors 

by Chuck Swiger <cswiger@widomaker.com> 
6) Shelby follow-up 

by "Nick England" <nick@3rdtech. com> 
7) RE: SX-28 Alignment 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
8) Re: 6C21 Tube 

by "A. B. Bonds" <ab@vuse. vanderbilt. edu> 
9) Re: Radio Receiver 6010 

by "Ed White" <wa3bzt@wserv.com> 
10) Heath xcvrs fs 

by RIlowite@aol.com 
11) electronic rummage sale - Portage,WI 

by "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 
12) Need Merit Xfxrmr info 

by "Jim Berry" <basalop@gte.net> 
13) RE: BC-453 and relatives 

by James Hanlon <knjhanlon@uswest.net> 
14) National SW-3 Photo's 

by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
15) FS - Elmac AF-67 transmitter 

by JONWEINER@aol.com 
16) tube info;6417 

by "JOHN Freeman" <w7kpb@hotmail.com> 
17) Re: tube info;6417 

by WOEOM@aol.com 
18) Re: RE; HRO Coils 


by "russ dworakowski" <wb3fau@hotmail.com> 
19) Re: RE; HRO Coils 
by Heinz und Hannelore Breuer <hbreuer@debitel.net> 
20) Re: MYSTERY RADIO 
by "russ dworakowski" <wb3fau@hotmail .com> 
21) Thanks and comment on C-D cap checker 
by "Rhett T. George" <rtg@ee.duke.edu> 
22) NEED DATA ,SCOPE. 
by jackiv@juno.com 


Date: Tue, 05 Sep 2000 22:12:22 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Resistors fricassee 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGOGOO9HM94PCV@mta6.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 8BIT 


Bonsoir, Chef Rhett! 
> Knowledgeable folks, am I supposed to wait ‘til XYL retires and then heat 


> these carbon comp resistors gently in the kitchen oven before using? 
What 

> was I supposed to have learned about these little critters? Finally, 
does 

> anyone have a good marinade recipe for resistors fricassee? 


I have skads of resistors I know will do the same thing when I add some 
heat. My test is to straighten the leads (if needed), scrubbing them 
litely with a piece of ScotchBrite pad, and then tin them from about 1/8 
inch from the body to the end of the leads (old resistor leads are well 
oxidized). I let them cool for a half minute or so and then connect my 
ohmeter to see what they are doing. If a resistor jumps the fence, (5, 10 
or 20%) I consider whether or not to use it, depending on how critical the 
value is to the proper (the way I want it) operation of the circuit. Many 
candidates get pitched into my hazardous metals disposal can. Good quality 
carbcomps last decades and may be slightly out of tolerance if they had to 
work for a living. Others, never used, are just plain rotten. Bon 
appEtit..... 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


From: "Jim Berry" <basalop@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 


Subject: RE: Question about YE and YG use 
Date: Tue, 5 Sep 2000 22:35:36 -0700 
Message-ID: <0Q01001c017c4$48b00d20$66030£3£@default> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello Folks, 


One of the reasons they use AM to this day is so you do not have the 
capture effect of FM. You hear a squeal and know that there was 
another station on freq. In this case, another airplane. No chance 
of one being missed. 


73 Jim K7SLI 


From: "Jim Berry" <basalop@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Resistors fricassee 
Date: Tue, 5 Sep 2000 22:35:30 -0700 
Message-ID: <000e01c017c4$4582c200$66030£3£@default> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello Rhett and Group, 


Similar story. Can't help with your particular problem Rhett. There 
has to be a trick. 


My story now ... I brought home a TCS that had been in an unheated 
storage shed for many years. Every resistor in that thing was way 
off. I replaced every one with those metal film resistors. Just for 
the heck of it, a week or so later, I ohmed the resistors I had 
replaced. The suckers were quite close. Gads, all that work. Oh 
well. I am not going to put the original ones back. I am not going 
to change out any of the ones in the transmitter. I checked them, 
and they are close enough now. Sheesh. 


Hey Rhett, is your resistor bin in an unheated garage maybe? 


73 Jim K7SLI 


Message-ID: <392A357CE6FFD111AC3EQ0A0C99848B003695126@hdsmsx31.hd.intel.com> 
From: "Shriver, John" <john.shriver@intel.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: 6C21 specs 
Date: Wed, 6 Sep 2000 06:00:16 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Found the MIL spec on it on the appropriate DoD website. (Will forward as 
attachment not to the list.) It's MIL-E-1/56E(1). 


But, since this is a really nice resource, I'll give a pointer to the 
website: 


http: //astimage.daps.dla.mil/quicksearch/ 


Be warned, it's sloooow. Also, don't expect to find anything too old there, 
they say "Please note that certain specifications and standards canceled 
prior to 1986 may not be available." 


The top-level page for this DoD organization (The Department of Defense 
Single Stock Point for Military Specifications, Standards 
and Related Publications) is http://www.dodssp.daps.mil/. 


Message-Id: <4.3.1.1.20000906085529 . 00e451000@192 .168.0.134> 
Date: Wed, 06 Sep 2000 09:03:17 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Chuck Swiger <cswiger@widomaker.com> 

Subject: Electromechanical Boatanchors 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Everyone - 


With cooler wx and hotter sunspots on the way, I'll soon 
be able to unplug the AC from the 220V outlet and plug 
in the amp (as a strategy to have fun and save on gas bills!). 
What I'd xlikex to do this season is turn off the computer 
as well and use a genuine electromechanical Teletype with 
the B&W5100 and Gonset201. Vacuum tube terminal unit in 
place of my CP-1 TU would be a real bonus - bet those are rare! 
To further this end I need to locate a tty machine, in tinkerable 
condition. Have some BA gear for trade. 


(Ulterior motive is I'm also looking for a paper tape reader/punch 
to feed programs to a 1950's relay 'personal' computer project.) 


Preferably within striking distance of Virginia Beach area. 
Any leads appreciated. 


Chuck 
kb4new 
cswiger@widomaker.com 


Message-ID: <009401c01807$9bfab370$£d0212ac@heathkit> 
From: "Nick England" <nick@3rdtech.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Shelby follow-up 
Date: Wed, 6 Sep 2000 09:37:32 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Oh yeah, I forgot to mention a couple of rare items seen at Shelby 


An SX-47 was for sale on one table - many of us had never seen one before 
and it is ummmm, not all that handsome a radio. 


And there was an HQ-66 being shown off by its proud owner. No one had ever 
seen one of these before and suspicion is that this prototype (from a 
Hammarlund engineer's basement) was all that they made. 


73 & Have Fun, 
Nick KD4CPL <nick@3rdtech. com> 
http://www. 3rdtech. com/nick/hobbies. html 


Message-Id: <3.0.1.32.20000906091004. 00fe46b0@vuse. vanderbilt. edu> 
Date: Wed, 06 Sep 2000 09:10:04 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: RE: SX-28 Alignment 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 08:18 AM 9/6/2000 +1100, you wrote: 


>>In the meantime, I might just mention that when I first tried to align the 
>SX-28 crystal filter it was completely non-functional & quite confusing. It 
>turned out that wax leaking from the original capacitors that had permeated 


>the rest of the radio had also found its way into the crystal. This is a 


>little bakelite unit held together by 2 screws. I carefully disassembled it 


>and cleaned the innards thoroughly with methylated spirits, dried it 


>carefully, put it all back together and it works fine. If you have to do 
>this, be careful of the little ceramic spacer in there - it's quite fragile. 
>When it's back together you should be able to feel the crystal slab moving 
>loosely between the two metal electrodes. It doesn't hurt to clean the 
>selectrivity switch contacts either. 

> 


Ditto on that, I had the same experience with an SX-42. The crystal filter 
was wholly non-functional. The crystal holder was covered with slime, so I 
gently dismembered it and cleaned the rock and spacer with acetone. (Don't 
use acetone on plastic, however, unless you are DEAD SURE it is bakelite). 
Reassembled, worked great. The slime was contact cleaner residue. 
Sooooo...when you clean the selectivity switch contacts, don't get the 
stuff on the crystal. 


And yes, the crystal is supposed to be kinda loose. In my Hammarlund Comet 
Pro it rattles around like a BB in a boxcar, but works just the same. 


73 A. B. Bonds 


Message-Id: <3.0.1.32.20000906091414 . 00fd3e48@vuse. vanderbilt. edu> 
Date: Wed, 06 Sep 2000 09:14:14 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse. vanderbilt .edu> 

Subject: Re: 6C21 Tube 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 07:02 PM 9/5/2000 -0500, you wrote: 

> 

>AM Amateur Radio Reflector - http://www.bigcountry.com/w5ami 

> 

>Hello, 

>I am looking for info/specs on the 6C21 tube. Could anyone help me? I 
>know they were made by Eimac and possibly others. Its a big triode, 
>similar to 1000T, was used in radar modulator units. I would like more 
>info on specs and ratings, etc. 


> 
Made also by Machlett. Radar pulse tube, good for about 10 kW. Ratings 
are given in Tube Lore (but my copy is at the other computer....). 


Surprisingly common, they must have made lots of them. Huge, would make a 
nice lamp base.... 


A. B. Bonds 


Message-ID: <0Q08e01c0183b$50d446c0$64bc69ce@tsunami2> 


From: "Ed White" <wa3bzt@wserv.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radio Receiver 6010 
Date: Wed, 6 Sep 2000 15:47:38 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


sees Original Message ----- 

From: "Ed White" <wa3bzt@wserv.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Wednesday, August 23, 2000 11:28 AM 
Subject: Re: Radio Receiver 6010 


> 
de soaisic Original Message ----- 

> From: "Ed White" <wa3bzt@wserv.com> 

> To: "Old Tube Radios" <boatanchors@theporch.com> 

> Sent: Sunday, January 30, 2000 11:28 PM 

> Subject: Radio Receiver 6010 

> 

> 

> > Hi Gang: 

> > Does anybody have a tuning deck for a Radio Receiver 6010 RADCOM / 


WESTREX 

> have the unit but no tuning deck 
Ed White 

WA3BZT 


VV VV VV 
VV VV 


From: RIlowite@aol.com 

Message-ID: <b2.a531c01.26e7fbbe@aol.com> 
Date: Wed, 6 Sep 2000 15:57:50 EDT 

Subject: Heath xcvrs fs 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Have one SB 101 and one SB 104A with power supplies-- FS -- both working 
and very clean cond. 
Offers ? Ralph W2GKG 


Message-Id: <3.0.3.32.20000906175142 .0069726cQwort-fm.terracom.net> 
Date: Wed, 06 Sep 2000 17:51:42 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 

Subject: electronic rummage sale - Portage,WI 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I received a call at work from a woman about a garage sale that will have 
"electronic equipment and schematics" for sale this Friday and Saturday in 
Portage, WI. I left the note at work, but I can send the info if anyone is 
interested. No idea on specifics and she didn't know much about what she 
had. She said schematics and manuals for $1.00 each or by the box. She 
made it sound like there was some significant quantities involved. 


73 Terry 0' WB9GVB 


From: "Jim Berry" <basalop@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need Merit Xfrmr info 
Date: Wed, 6 Sep 2000 19:50:14 -0700 
Message-ID: <0Q00101c01876$58fc2120$6d050£3£@default> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello BA Fans, 


A feller gave me a power supply that I will use for the HV supply to 
run my 2 X 813 Mackay Marine transmitter. Wonder if there is anyone 
who can tell me a little more about this transformer. 


It is a Merit Coil & Transformer Co 524004. The choke is the same 
brand name but it's part No. is 56B002. Anyone have any ratings 
handy for this combo? There is nothing on the transformer or choke 
saying anything. 


The transformer also appears to be 115 AC. I will rebuild the supply 
and use an auto transformer (variac) on the input so I can get just 
the right voltage I want. 


Since the transmitter is rated to run at around 400 watts out, and my 
AC supply will be 115, I will not try and push the transmitter to a 
full KW. Probably would be easy with a pair of 813's, but I doubt it 


would be needed. 


Sure would be nice to at least know what the current rating really 
is. 


73 Jim K7SLI 


Message-ID: <39B7053B.E9D041CF@uswest.net> 
Date: Wed, 06 Sep 2000 21:02:19 -0600 

From: James Hanlon <knjhanlon@uswest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: BC-453 and relatives 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Rhett, 


Regarding the need to replace the capacitors in your 
BC-453B, my experience is that it depends on the particular 
receiver. JI currently have three command receivers on the 
air, a BC455 made by Colonial Radio, and a BC454 and BC453 
both made by Western Electric. (The '453 is running as a 
second, tunable IF for the other two; so the result is a 
decently selective receiver with very good bandspread on 
both 80 and 40.) The condensers in the 455 and 454 are all 
still original and still good. On the other hand, every 
single capacitor in the 453 failed over about the last three 
years. Western must have gotten a bad batch when they built 
that receiver. I replaced the cans in the 453 with other 
cans from a hanger queen command set, and they are all 
running OK. 


So in general I would not replace the condensers in a 
command set receiver unless they failed. 


Also, I don't recall ever seeing a modification that added 
another audio stage to a command set receiver. Yours is 
probably a "one-of-a-kind" improvement. 


73, 


Jim, W8KGI 


Message-ID: <1D1B8647FA5CD411A02800508BDFDOA01FBA51@stpmsx03.stp.guidant.com> 


From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: National SW-3 Photo's 
Date: Thu, 7 Sep 2000 08:55:59 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi all, 


I just put up a new website that features the National SW-3 "Thrillbox" 
three tube regenerative receiver from the 1930's. I've included alot of 
crisp closeup photo's of the cabinet, controls and knobs, the chassis top 
and bottom with the cabinet removed, and others still in the works. Its 
at http://www.qsl.net/wa9wfa 


73, Scott WAQWFA in Saint Paul Minn 


From: JONWEINER@aol.com 

Message-ID: <a7.72594f0.26e95582@aol .com> 
Date: Thu, 7 Sep 2000 16:33:06 EDT 

Subject: FS - Elmac AF-67 transmitter 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I'm selling an old Elmac AF-67. It's kinda dirty, but should clean up to be a 
nice 60 watt AM/CW 160-10 meter transmitter. Price $50., plus UPS, or pick up 
at Greenville, SC 


Jon, K1IVVC 


From: "JOHN Freeman" <w7kpb@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: tube info;6417 

Date: Thu, 07 Sep 2000 21:00:59 GMT 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F219WXWZRPTNZStgLzh0000a2b4@hotmail . com> 


Group; 

need info on tube 6417, is 7 pin miniature, 

I think 12 volt heater. Is this a milspec 12AQ5?My tube manuals are too old 
to list it.73, de W7KPB. 


Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com. 


Share information about yourself, create your own public profile at 
http: //profiles.msn.com. 


From: WOEOM@aol.com 

Message-ID: <f£7.286cf5e.26e95d32@aol .com> 
Date: Thu, 7 Sep 2000 17:05:54 EDT 

Subject: Re: tube info;6417 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


John - Tube Lore says it is a 12 v 5763. 
Will 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: RE; HRO Coils 

Date: Thu, 07 Sep 2000 19:49:06 EDT 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F118L8Egj6RKDX000046b3@hotmail . com> 


Jim, on the HRO-60 coils: If you have a 50, 60 coils 
won't just plug in and go right? In other words, they 
are not directly interchangeable? 
By the way, my favorite is my NC-100, just sounds so good! 73s Russ 


>From: James Hanlon <knjhanlon@uswest.net> 

>Reply-To: knjhanlon@uswest.net 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: RE; HRO Coils 

>Date: Sun, 03 Sep 2000 23:24:23 -0600 

> 

>Ed, 

> 

>Congrats on your HRO-50R1. I have had HRO-50T, sn 0455, 
>since 1950, so I am quite familiar with the breed. 

> 

>Your AA coil set was probably shipped as original equipment 
>with your receiver, as was mine. National explained that 


>the bandspread only coil set has better sensitivity on 10 
>than the A coil set with both general coverage and 
>bandspread, so they sent out AA coils with our receivers. 

> 

>I have never tried to retune an HRO-60 coil for my 50. You 
>might be able to, and then again you might have to adda 
>little more inductance to the oscillator coil to use it with 
>the 50. If someone who has an A coil for the 50 or for an 
>earlier receiver could look at the oscillator coil and 
>describe it to you, number of turns and length, you could 
>decide what to do. 

> 

>I have been using an HRO 7 AC (15 meter bandspread) coil 
>with my receiver since about 1953 or so. It works just 
>fine. The calibration aligns with the AC dial scale that 
>came with my receiver. But one thing to remember if you use 
>coils from a 7 or any of the earlier models in your receiver 
>is that the coil assemblies are higher up in the early model 
>cans than they are in the 50, 50-1 and 60. You MUST install 
>a spacer, generally a single washer on each mounting screw 
>will do just fine, between the assembly and the coil can to 
>lower the coil assembly. Not doing so risks breaking the 
>mount for the fingers that connect to the coils inside the 
>receiver. Also, the coil sets from the HRO-5 and earlier 
>models have two handles on them for insertion and removal 
>where your coil sets have four posts that are engaged by 
>little pry bars on each side. If you wanted to use coils 
>from an HRO-5 or earlier, you would also have to cut off the 
>handles and convert their shafts into posts. If you go to 
>that trouble, you should find that their tuning charts will 
>track the calibration on your HRO-50R1. 

> 

>One other thing to check right away in your 50R1. There is 
>a 0.1 microfarad paper bypass capacitor between one of the 
>HV rectifier plates and ground. The schematic I have shows 
>it attached to pin 4 of the 5V4 rectifier. If that thing is 
>still there, REMOVE IT IMMEDIATELY!!! If and when it shorts 
>out, it WILL burn out the power transformer. If you don't 
>believe me, just ask Mac, WQ8U. The HRO-50 does not have 
>that capacitor, and my receiver has worked just fine these 
>last 50 years without it. So don't worry about what might 
>happen to your radio if you take it out. 

> 

>Aligning the coil sets on an HRO can be a test of your 
>patience. The adjustments on the top of the coil set are 
>easy to make since you can reach them using a long shank 
>screwdriver from the top of the receiver. The adjustments 
>on the back of the coil set are something else! You can 


>either pull the coil set out of the receiver, tweak the 
>adjustment a little, and then put it back in to see what 
>good you've done; or you can make the adjustment from the 
>rear with the coil set in the receiver, the bottom plate off 
>the receiver, and power applied. The later approach is a 
>little gutsy but it gets the job done a whole lot faster. 
>I've done it wearing a rubber glove and I'm still here to 
>tell about it. I'd like to hear from other HRO owners how 
>they make those adjustments on their receivers. 

> 

>Let us know how your new receiver works out. My HRO-50 is 
>still my favorite, despite my owning a 75A3, 75A4, HQ-170, 
>HQ-180, NC-303 and R4B. Of course it is also my first love. 
> 

>73, 

> 

>Jim, W8KGI 


Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com. 


Share information about yourself, create your own public profile at 
http: //profiles.msn.com. 


Message-ID: <39B82B6A.21659DBA@debitel.net> 

Date: Fri, 08 Sep 2000 01:59:01 +0200 

From: Heinz und Hannelore Breuer <hbreuer@debitel.net> 
MIME-Version: 1.0 

CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: RE; HRO Coils 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

To: Old Tube Radios <boatanchors@theporch.com> 


The HRO-60 is a double conversion receiver above 7 MHz and a singe 
conversion below. The HRO-50 is only single conversion. All coils froma 
HRO-60 for the bands below 7 MHz will work in a HRO-50 and vice versa. 
They fit perfectly. 

73 

Heinz KM5VT 


russ dworakowski wrote: 
> 
> Jim, on the HRO-60 coils: If you have a 50, 60 coils 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


won't just plug in and go right? In other words, they 
are not directly interchangeable? 
By the way, my favorite is my NC-100, just sounds so good! 73s 


>From: James Hanlon <knjhanlon@uswest.net> 

>Reply-To: knjhanlon@uswest.net 

>To: Old Tube Radios <boatanchors@theporch. com> 

>Subject: RE; HRO Coils 

>Date: Sun, 03 Sep 2000 23:24:23 -0600 

> 

>Ed, 

> 

>Congrats on your HRO-50R1. I have had HRO-50T, sn 0455, 
>since 1950, so I am quite familiar with the breed. 

> 

>Your AA coil set was probably shipped as original equipment 
>with your receiver, as was mine. National explained that 
>the bandspread only coil set has better sensitivity on 10 
>than the A coil set with both general coverage and 
>bandspread, so they sent out AA coils with our receivers. 

> 

>I have never tried to retune an HRO-60 coil for my 50. You 
>might be able to, and then again you might have to adda 
>little more inductance to the oscillator coil to use it with 
>the 50. If someone who has an A coil for the 50 or for an 
>earlier receiver could look at the oscillator coil and 
>describe it to you, number of turns and length, you could 
>decide what to do. 

> 

>I have been using an HRO 7 AC (15 meter bandspread) coil 
>with my receiver since about 1953 or so. It works just 
>fine. The calibration aligns with the AC dial scale that 
>came with my receiver. But one thing to remember if you use 
>coils from a 7 or any of the earlier models in your receiver 
>is that the coil assemblies are higher up in the early model 
>cans than they are in the 50, 50-1 and 60. You MUST install 
>a spacer, generally a single washer on each mounting screw 
>will do just fine, between the assembly and the coil can to 
>lower the coil assembly. Not doing so risks breaking the 
>mount for the fingers that connect to the coils inside the 
>receiver. Also, the coil sets from the HRO-5 and earlier 
>models have two handles on them for insertion and removal 
>where your coil sets have four posts that are engaged by 
>little pry bars on each side. If you wanted to use coils 
>from an HRO-5 or earlier, you would also have to cut off the 
>handles and convert their shafts into posts. If you go to 
>that trouble, you should find that their tuning charts will 
>track the calibration on your HRO-50R1. 


Russ 


> 

>One other thing to check right away in your 50R1. There is 
>a 0.1 microfarad paper bypass capacitor between one of the 
>HV rectifier plates and ground. The schematic I have shows 
>it attached to pin 4 of the 5V4 rectifier. If that thing is 
>still there, REMOVE IT IMMEDIATELY!!! If and when it shorts 
>out, it WILL burn out the power transformer. If you don't 
>believe me, just ask Mac, WQ8U. The HRO-50 does not have 
>that capacitor, and my receiver has worked just fine these 
>last 50 years without it. So don't worry about what might 
>happen to your radio if you take it out. 

> 

>Aligning the coil sets on an HRO can be a test of your 
>patience. The adjustments on the top of the coil set are 
>easy to make since you can reach them using a long shank 
>screwdriver from the top of the receiver. The adjustments 
>on the back of the coil set are something else! You can 
>either pull the coil set out of the receiver, tweak the 
>adjustment a little, and then put it back in to see what 
>good you've done; or you can make the adjustment from the 
>rear with the coil set in the receiver, the bottom plate off 
>the receiver, and power applied. The later approach is a 
>little gutsy but it gets the job done a whole lot faster. 
>I've done it wearing a rubber glove and I'm still here to 
>tell about it. I'd like to hear from other HRO owners how 
>they make those adjustments on their receivers. 

> 

>Let us know how your new receiver works out. My HRO-50 is 
>still my favorite, despite my owning a 75A3, 75A4, HQ-170, 
>HQ-180, NC-303 and R4B. Of course it is also my first love. 
> 

>73, 

> 

>Jim, W8KGI 
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From: "russ dworakowski" <wb3fau@hotmail.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: MYSTERY RADIO 

Date: Thu, 07 Sep 2000 20:52:12 EDT 
Mime-Version: 1.0 


Content-Type: text/plain; format=flowed 
Message-ID: <LAW2-F282vDrxBi71Em000049d7@hotmail . com> 


Comet Pro? 


>From: JOHN.SEHRING@ecunet.org 

>Reply-To: JOHN.SEHRING@ecunet.org 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: MYSTERY RADIO 

>Date: Tue, 5 Sep 2000 17:34:02 -0400 (EDT) 

> 

>To: boatanchors@theporch.com 

> 

>Ok, here's a mystery, a receiver described to me (I haven't seen it). 

> 

>Owner thinks it may be Hallicrafters or Hammarlund. Has 2 round, half-moon 
>dials symmetrically placed. About 18" wide. Has grilled (lots of little 
>holes like SX-100 or SX-101?), removable top. Octal tubes. And here's the 
>kicker: has a magic eye right in the middle, where an s-meter usually is. 
> 

>Whatzit? Got me stumped. 

> 
> -John Sehring (Tue, Sep 5, 2000, Ipswich SD) UCC WBOEQ 
> 

> 
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From: "Rhett T. George" <rtg@ee.duke.edu> 

Date: Fri, 8 Sep 2000 08:57:37 -0400 

Message-Id: <200009081257 .IAA13013@champ.ee.duke.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Thanks and comment on C-D cap checker 


- Greetings - 
Many thanks to the several who responded to my questions about recapping 
the BC-453-B and about carbon comp resistors. Incidentally, my collection 


of resistors has been sitting in a dry basement for about two decades. 


After finding some plain caps to replace the missing ones and the added 
Black Beauties in the ‘453, a check using the newly acquired C-D BF-50 


capacitance checker seemed in order. Trying to check 0.05 uF caps was 
frustrating - no eye opening. It took studying the checker diagram and 
a good night's snooze for the concept of a leaky cap in the checker 
bridge to sink in. Okay, let's make the capacitor under test lossy 

with a series resistor and see if the bridge will balance. Yesssss, 

the bridge could be balanced with good eye opening. Only remaining 
question is, now that I want to replace the 0.12 uF, 2 %, bridge cap, 
what shall I use as a standard for checking another capacitance checker? 
Sounds like I should buy a bag of ten caps and use the one closest to 
the mean value. 


Back to the fun. 
73 Rhett - KE4HIH 


"If the properties of N dogs are summed and divided by N, the result is 
the mean dog." 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 8 Sep 2000 09:39:58 -0500 

Subject: NEED DATA ,SCOPE. 

Message-ID: <20000908.105801. -361343.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: jackiv@juno.com 


I NEED MANUAL AND PILOT LAMPS FOR A USM34 OSCILLOSCOPE 
can anyone help? 
jack. 


JACK IVERSON ARRL OOTC RCA IEEELM 
1110 N OLD MILL RD 

PALATINE IL 60067 

jackiv@juno.com 


End of BOATANCHORS Digest 2982 
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